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Fire Electric Fan SR460 - 13,000 m³/h
SR460

SR460 electric relay auxiliary fan is, as its name suggests, mainly used in "relay" position to relay the air flow and
protect the premises.

Enables responders to work in complete safety close to the fire, reduce the temperature, and removes hot gases and
smoke through vents (windows, etc.). The smoke control facilitates the actions of the intervention teams and in
particular that in charge of extinguishing fire.

Auxiliary Relay Fan
Positioned on an upstairs floor as a relay for a more powerful fan (master fan) positioned at the entrance of the
building, SR460 can relay the air stream of the master fan to the floors and pushes away the toxic hot fumes
containing combustible materials thus preventing their spread.

Lightweight and compact
Thanks to its low weight and small size, it is easily transportable by a single operator.

Quiet
Quiet, its noise level is only 65.5 dB at 3 m.

 

Technical specifications

Open air flow: 13,000 m³/h
Weight: 15.5 kg
Dimensions: W x H x D: 566 x 547 x 422 mm
Propeller diameter: 400 mm
Engine: 370 W - IP55 protection
Power supply: Single-phase - 230V – 20/60Hz – IP55
Electrical safety: Meets NF EN 50178 standard for user safety (leakage current less than 3.5 mA)
Consumption: 2.75 A
Mains plug: CE male plug – 220V
Noise level: 65.5 dB at 3 m
Ventilation type: Combined PPV
Application: As a relay fan on the floors or for attack in front of an apartment door
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